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Secure Mounting

The AVID RAIL System™ should be mounted using the T-slots.

•  The unit should be installed out of reach of people and outside of areas  
where persons may walk by or be seated. 

  L’appareil doit être installé de rejoindre des gens et en dehors des zones où  
les personnes peuvent marcher ou s’assis. 

•  Make sure that the installation area can hold a minimum point load of 5 times 
the unit’s weight or appropriate structural design has taken place by a certified 
engineer. 

  Assurez-vous que la zone de montage peut supporter une charge minimale de 
point de poids de 5 fois l'unité ou de la conception structurelle appropriée a eu 
lieu par un ingénieur certifié.

•  When mounting the unit to truss, be sure to secure using appropriately  
rated hardware. 

  Lors du montage de l’unité à poutre en treillis, être sûr d'obtenir l'aide du 
matériel de manière appropriée nominale.

HANGING/RIGGING, CEILING MOUNTED OPERATION

RISK OF INJURY: Overhead mounting requires extensive experience,  
including, among others, calculating working load limits, good  
knowledge of the installation material being used, and periodic safety 
inspection of all installation material and the unit. If you lack such 

qualifications, do not attempt the installation yourself. Improper installation can 
result in injury. Be sure to complete all rigging and installation procedures before 
applying power to the unit.

RISQUE DE BLESSURES: frais généraux installation requiert une grande  
expérience, y compris, entre autres, calcul des limites de charge de travail,  
la bonne connaissance du matériel installation utilisé et inspection périodique  
sur la sécurité de tous les matériels d’installation et de l’unité. Si vous n’avez  
pas ces qualifications, ne tentez pas l’installation vous-même. Une installation  
incorrecte peut causer des blessures. N’oubliez pas de remplir toutes les 
procédures de montage et d’installation avant la mise sous tension de l’appareil.
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Secure Mounting

•  All bolts should be checked for a tight fit prior to use. In addition,  
every 6 months the bolts should be inspected by a trained person. 

  Tous les boulons shoulderstand être vérifiés pour un ajustement serré avant 
utilisation. En outre, tous les 6 mois, les boulons doivent être inspectés par  
une personne qualifiée.

•  Never stand directly below the device when mounting, removing, or servicing 
the fixture.

  Ne vous tenez pas directement sous l’appareil lors du montage, retrait ou  
entretien de l’appareil.

•  The installation should be inspected every 6 months or more frequently  
if deemed necessary. Inspection should be performed by a skilled person  
to ensure safety.

  L’installation devrait être inspecté tous les 6 mois ou plus fréquemment s’il  
le juge nécessaire. Inspection doit être effectuée par une personne  
compétente pour assurer la sécurité.

For standard configuration, use MK Extrusions North America hardware to mount 
the unit. The brackets should have a minimum of 2 bolts per side (4 per unit end) 
and be fully tightened. A qualified installer should check the installation to ensure 
the T-slot bolts are secure. 
Three types of brackets available, 90˚, 45˚ and 180˚. Additional center support  
is required when more than 2 - 8" sections are connected.   
The unit can be mounted in a vertical, 45˚ to the vertical and a horizontal  
arrangement. When arranged in a vertical orientation, the unit must have  
an additional supporting frame structure suitable for the units' weight  
(purchased separately).  

INSTALLATION VIA T-SLOT



13Unique lighting solutions.

Installation Pictoral

End of Section Minimum 4 Bolts per Side

Maximum of 2 - 8' Sections Due to Deflection

End to End Section Joint

Right Angle Bracket

Right 2 – 45˚ Brackets

Minimum 4  
Bolts per Side
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Installation Pictoral

AVID Rail™ on supporting frame with  
power supplies, distribution harnesses, etc…

Supporting Frame 
(purchased 
separately) 

Wiring and Harness 
(purchased separately) 

Rear T-Slot Bolts  
Unit to Frame
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AC Power Connection

The AVID RAIL System™ can be used on constant current supplies only. 
(See page 5.)

RISK OF FIRE / SAFETY RISK

The AVID RAIL System™ must be used with constant current  
UL supplies only. 
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Warranty

Items are covered for defects in materials and workmanship for five years,  
including repair parts and repair labor on defective item, from date of the  
manufacturer invoice. The warranty covers freight for 30 days after initial purchase.  
the manufacturer does not cover any other loss resulting from product failure.  
Products being returned for warranty repair must display the original serial  
number. Removal of the serial number voids the product’s limited warranty. 
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